
Type 
REXON ERA 3
REXON ERA 3 FULL
REXON ERA DUO 3

Full-height motorized turnstile
3 door wings
Bi-directional passage

Drive Mechanism 
Fail-Safe / Fail-Lock drive unit*

Operating Environment
Outdoor
Indoor

Optional Accessories
Heel protector
Bracket for any 3rd party RFID reader / terminal
Access Light / Lane Light W / Ceiling Light
Canopy LT
Remote control – EasyTouch / TouchPanel / TMON SW
Alternative surface finishes (RAL, stainless steel)
WAV Player

REXON ERA 3
REXON ERA 3 FULL
REXON ERA DUO 3

* Configurable combination of Fail-Safe / Fail-Lock for Entry and Exit direction

FULL-HEIGHT TURNSTILE



Barrier type 11 straight arms with black plastic covering  
caps ø 40 mm / 1.57" 

11 straight arms with black plastic covering  
caps ø 40 mm / 1.57" 

11 straight arms with black plastic covering  
caps ø 40 mm / 1.57"

Unit height 2 360 mm / 92.91" 2 360 mm / 92.91" 2 360 mm / 92.91"

Unit width 1 540 mm / 60.63" 1 540 mm / 60.63" 2 380 mm / 93.70"

Frame hot-dip zinc galvanized hot-dip zinc galvanized hot-dip zinc galvanized

Top panel
hot-dip zinc galvanized, powder coated

finish in RAL 7040
hot-dip zinc galvanized, powder coated

finish in RAL 7040
hot-dip zinc galvanized, powder coated 

finish in RAL 7040

Barrier hot-dip zinc galvanized hot-dip zinc galvanized hot-dip zinc galvanized

REXON ERA 3 FULLREXON ERA 3 REXON ERA DUO 3
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